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2b Liquid Waste - 20 tonnes per week
Liquid waste as defined by The Collection and Disposal of Waste Regulations 1988 as
listed below:
Commercial Waste
Industrial Waste
2c Difficult and Special Waste
Difficult Waste (as listed in Appendix 7¢ of Waste Management Paper No 26) and/or
Special Waste {as defined by The Control of Pollution (Special Waste Regulations
1980} as listed below:
Waste Description Code of Waste Liquids Solids
(tonnes (tonnes
annually) annually)
Asbestos J10 . 50
Inorganic Arids A 10 -
Alkalis cC 5 5
Taxic Metal Compeunds D 5
QOrganic Compounds K 50 10
Fuel Oils and Greases M 120 5
Interceptor wastes,
tars, paint dyes and R 20
pigments,
Reception of Waste

iy

(id)

(i)

All waste arriving at the site shail be inspected before storage, and any load not
conforming to the permitted waste types specified in Condition (2) shall be rejected.

Where waste is found upon storage to contain wastes not permitted by Condition (2)
not previously detected, the whole load shall be removed from the site.

A specified area shall be agresd in writing with the Waste Disposal Authority for the
storage of wastes awaiting removal The maxmum period such waste may remain at
the site is five days, and the Waste Disposal Authority shall be notified before the end
of the working day on which waste is received at the site of such storage.

Sampling of Waste by the Waste Disposal Authority

1)

(i)

Samples of any waste entering or handled on the site and samples of any gaseous,
liquid or particulate matter on or from the site may be taken by or under the direction
of the Waste Disposal Authorily.

Site personnel shall provide any reasonable assistance and facilities to the Waste
Disposal Officers on request.
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Management and Supervision of the Site

(i)

The terms of the waste disposal licence shall be made known to whoever is given
responsibility for receiving and handiing waste at the site.

(i) A copy of the licence shall be on display at the site office,

(1) The name of the nominated person with management responsibility to ensure that
operatives are complying with this licence shall be provided in writing to the Waste
Disposal Authority.

(iv) Any change of the nominated persen with management responsibility shall be provided
in writing to the Waste Disposal Authority.

v Whenever waste is being received or handled at the gite, 8 minimum of two operatives
shall be available on site,

{vi) Specialist staff shall be available whenever specia} waste is being handled on site.

Preparation

No waste shall be received or stored on site until Phase 1 has been completed.

()

(i)

Phase 1

The emergency tipping bay shall be constructed as shown on Phase 1 of drawing
reference L104/2. N

T oa) The concrete base shall be laid to a {all.

b) Before any wastes are deposited in the bay a line 2.5 metres above ground
level ahall be painted on the sides of the bay. Waste shall not be deposited
above the line and waste shall be kept within the confines of the bay.

Phase 2

An updated working plan shall be furnished to the Waste Dispasal Authority and
agreed in writing before construction of the building in Phase 2 commences.

Special Waste Compound

(i}

(i)

No special waste (as defined by The Contro! of Pollution (Special Waste) Regulations
1880) shall be accepted onto the site until a fully enclosed compound at the location
shown on drawing reference L104/2 has been provided.

The compound shall be enclosed with chain link fencing round the sides and across the
top. The base shall be constructed of concrete and bunded to contain, at any time, at
least 110% of the largest container stored within the compound.
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(1) A gate shall be provided and kept locked whenever specal waste is not being handled

Site Office

(1) A site office shall be provided as shown oh drawing reference L104/2 and shall be
adequately equipped to allow the requirements of any other conditions of this licence
to be carried out. :

(if) Before any Special Waste is handled on the site, it shall also be equipped to allow the
requirements of the Control of Pollution (Special Waste) Regulations 1980 to be

carried out.

A notice board of durable material shall be erected and maintained at the site entrance. The
board shall display the following information:

(i) the site licence number

() pame, address and telepbone number of the operator, and the name of the nominated
person with management responsibility.

{1if) name, address and telephone number of the Waste Disposal Authority.
(v) opening hours

Fuel Storage

(1) + The fuel storage tank shall be erected and maintained at the location as shown on the
working plan. .

(i) The fuel storage area including bulk fuel feed connections and delivery pump shall
have & base and bund walls constructed of impermesable material, with no outlet, 80 as
to contain 110% of the volume of the largest container stored within the area.

(iii) All bunded areas shall be kept sufficiently clear of rainwater to allow & minimum
additional storage eapatity equal to 110% of the capacity of the largest container.

Site Roads and Vehicle Cleaning

Site roads and parking and turning areas shall be provided, as described in the Working Plan.
These shall be maintained to such a standard that vehicles which leave the site or access roads

" between the highway and the site do not foul the highway with mud or other material

Fencing

The site shall be enclosed at the perimeter with e chain link fence BS 1722 of minirmum height
2.4 metres. A lockable gate of minimum height 2.4 metres shall be provided and maintained at
the zite.

ejs/docs/AleoCof 5
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Site Security

The gate at the site entrance shall be kept locked whenever the site is unmanned, and in any
case outside the permitted opening hours. ’

Hours of Operation

The Site shall be open for the receipt and storage of wastes only within the following hours:

Weekdays: 0600 - 1800
Saturday: 0700 - 1800
Sunday: 0900 - 1600

Commencement/Temporary Cessation of Use of Site

$Y

(i)

ey

Storage

®

(i)

(ii1)

(iv)

The Waste Disposal Authority shall be notified in writing at least 28 days before any
waste is stored on site. -

Any temporary cessation of operations for a period in excess of 28 days shall be
notified in writing to the Waste Disposal Authority.

Not less than 14 days notice shall be given to the Waste Disposal Authority in writing
of the date on which operations are to recommence, in the event of a temporary

cessation.

Befare operations commence at the site, the method of storage of recyclable materials

- ghall be agreed with the Waste Disposal Authority.

No more than 100 tonnes of waste excluding segregated recyclable materials, shall be
stored in containers awaiting removal from the site.

All putrescible material shall be removed from the site within 24 hours of being
accepted.

The emergency tipping bay shall be cleared of waste and loaded into containers for
removal by the end of the working day.

Record Keeping and Recording of Incoming Waste

A record shall be kept of the types and quantities of waste stored on, and/er removed from the
site. A copy of the record (including nil returns in the event of no storage or removal) shall be
forwarded each calendar month to the Waste Disposal Authority, by not later than the 14th day
of the month subsequent to the month to which the record relates. The record shall give an

accurate description of:

(i)

(i)

The registration number of each veh.icleé delivering or removing waste from the site,

The source of arising of the waste,

ejs/docs/AlcoCofO 6
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(iii)

(iv)

)

The quantity, and detailed description of each individual load and its classification as to
types of waste deseribed in Condition (2) of this licence,

The person, firm or organisation delivering the waste ta site.

The name and location of the site to which waste is delivered from the transfer station
and the method of treatment and/or disposal.

A summary of the waste handled at the site within the previous calendar year shall be

forwarded to the Waste Disposal Authority by 31 January. The summary shall detail quantities
in cubic metres or tonnes and classification as to types of waste described in condition (2) of this

licence.

Handling of Waste

()

(i)

{in)

{iv)

The site shall be equipped with suitable machinery to handle wastes received at the
site.

Machinery used for handling of wastes shall be either & tracked vehicle or rubber
tyred loading shovel.

Machinery shall be maintained in working order. In the event of a breakdown, which
is not repaired within 24 hours, replacement machinery shall be brought to the site.
Within that period waste shall not be accepted or stored on site if a replacement
machine is not on site and in use within 24 hours.

Any breakdown of machinery which results in {ailure to comply with any of the
conditions of this licence shall be notified to the Waste Disposal Authority before the
end of the working day on which the breakdown occurs.

Water Collecting on Site

6y
(ii)

(iii)

(iv)

)

No waste shall be deposited or stored in water.

Any clean water collecting on site should be contained prior to removal from the site.

LConductivity measurements shall be carried out daily on any water collecting on site,

and & record of these kept at the site office.

Contaminated water from -the site shall only be discharged to foul sewer with the
consent of North West Water PLC.

Only upcontaminated drainage shall be fed to surface water drains,

Sorting of Waste

M

All waste, except special waste, accepted onto site shall only be deposited prior to
sorting onto the emergency tipping bay as shown on drawing reference L104/2.

ejs/doca/AlcoCof0 7
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When Phase 2 has been completed all waste, except special waste, accepted onto site
shall only be deposited prior to sorting on the tipping floor within the building.

21 Asbestos

i)

All waste containing asbestos shall be handled in accordance with Waste Management
Paper Number 18 and the Institute of Waste Management Code of Practice for the
Disposal of Asbestos Waste (October 1888). Any amendments to the procedures must
have the written approval of the Waste Disposal Autherity.

(i) All asbestos shall be stored in a lockable container which shall be kept locked when
asbestos i not being deposited.

(iii) No more than one container shall be used at any time.

{iv) Full containers shall be removed for disposal at a licensed facility within 3 days of
being filied.

(v) Fibrous ashestos waste shall be transferred directly between the transporting vehicle
and the asbestos container. Asbestos containers shall be maintained in a good state of
repair.

22  Special Waste

® All special waste except Asbestos shall be stored in the fully enclosed special waste
compound. )

(ii) Special waste shall be stored in leak proof containers.

(in) The storage compound shall be inspected at least daily 1o identify any leaking or
damaged containers. Any such containers shall be removed and re-packaged
immediately. All spillages within special waste storage areas shall be removed
immediately.

(tv) The base and bunds of the storage compound shall be checked daily with any defects
being repaired within 3 days.

(v) All containers within the storage compound shall be labelled with the contents in such
& manner that the contents are readily identifiable.

(vi) Special wastes ghall not be mixed or bulked.up in such a manner as to give rise Lo

uncontrolled reactions, or the emission to atmosphere of noxious fumes or odours.

23 Handling of Drummed/Containerised Wastes

®

Waste in containers of sizes larger or smaller than 200 litres shall be treated in
accordance with the Code of Practice if the total volume of their contents exceeds 200
litres. The code shall not, however, be applied to the storage of waste in retail
packaging where there is an assurance that the waste is of a consistent nature.

ejs/docs/ AlcoCofO 8
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(i) All waste contained in 200 litre drums shall be handled in accordance with the North
West Waste Disposal Authorities Regional Grouping Code of Practice for the Disposal
of Drummed Waste to Landfill (which is attached)

(i) Where the code makes provisions for the amendment of its requirements by
agreement with the Waste Disposal Authority (Sections 1.1, 1.2, 1.7, 2.6 and 3.1)
requests for such amendments shall be received by the Authority at least five working
days before it is intended to implement them. Such amendments shall not be
implemented until written agreement is received from the Waste Disposal Authority.

Control of Litter

(1) Precautions shall be taken to ensure that waste which becomes wind blown is retained
within the perimeter of the site.

(ii) Wire netting shall be i)rovided along the sides of the emergency tipping bay as showr
on drawing reference L104/2.

Fires

No waste material shall be burnt within the boundaries of the site and & fire at the site shall be
regarded as an emergency and immediate action shall be taken to extinguish it. All outbreaks of
fire shall be notified forthwith to the Waste Disposal Authority in accordance with the terms of

condition number 1.

Dust Suppression

Site roads, incoming loads, and waste awaiting storage shall be sprayed with water to suppress
the emisision of dust. Spraying shall be carried out whenever conditions are such that dust may
cause puisance at or beyond the site boundary.

Vermin/Pest Control

Precautions shall be taken to deal effectively with any pests on the site. Pests shall include
insects, rodents and birds, and such measures shall ensure that populations of all such pests are
Eept to a minimum.

Site Tidying
Any loose waste within the site boundary shall be cellected at least once a week, or within any

period as the Waste Disposal Authority may direct i writing if weekly is found to be
insufficient.

Expiry of Licence

This licence is only operative until the expiry date of the Planning Permission Number 1/90/
0439 unless further permissions for the same use are obtained. In the case of an extended
permission or subsequent permissions being obtained this licence will only be operative for the
period specified by the permission.

ejs/docs/AlcoCofO _ ]
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NOTES EXPLAINING CONDITIONS

Note (1) Working Plan

The working plan submitted as part of the application should describe the preparation and the
operation of the site. Changes maybe made, but only with the written agreement of the Waste Disposal
Authority. However, where possible, the Authority will deal with proposals for changes as quickly as
possible, so as not fo interfere with the efficient running of the site. Incases of urgency, this may be
verbal agreement, subject to wnitten confirmation.

Note [2) Permitted Wastes

It is important to note that the types of waste permitted are referenced to the relevant legal definitions.
Operators should familiarise themselves and their staff with the meaning of these categories. In most
cases, accurate record keeping and monitoring can only be carried out based on information obtained
from contractors or drivers delivering waste to the site.

Note (3) Reception of Waste

Any site receiving waste must be equipped to allow inspection of the waste stored. The responsibility
{ies with the licence holder for ensuring that unsuitable wastes are rejected and removed.

Note (4) Sampling of Waste by the Waste Disposal Authority

The site will be inspected regularly by officers of the Waste Disposal Authority and any samples as
described in this condition may be taken. )

Note (5} Management and Supervision of the Site

The Waste Disposal Authority must be provided with the name of the person with mancgement
responsibility for the site. Any change of person must be notified to the Waste Disposal Authority. An
operative iy a person who hay been given responsibility for receiving and handling waste on the site.
The minimum number of operatives is that number required for normal day to day running of the site.
Specralist staff may be required at other times to fulfil the conditions of this licence. Reports on site
visits will be forwarded to the nominated person with management responsibility.

Note (6) Preparation

No site is suitable for handling or sorting waste withou! some preparation. Basic engineering works
are needed to shape the site for the reception of wastes and to meet the technical requirement of the
working plan.

Note (7) Special Waste

Sites used for the deposit of special wastes require a greater measure of control than sites licensed for
other waste.

Note (8) Siie Office

A site office is required to enable record keeping fo be carried out.

#;s/docs/AlcoCofO 10



Note (9) Notice Board

A notice board I's necessary for the public to be informed as to what is taking ploce, and who they may
contact regarding the matter. All site licences are required by lew to be auailable for public inspection
at the offices of the Waste Disposal Authority.

Note (10) Fuel Storage

Any fuel storage arees need to be designed as to prevent any pollution by spillage or escape of
materials.

Note (11) Site Road and Vehicle Cleaning

Adequate site roads need to be provided so that vehicles can enter and leave the site efficiently and do
not foul the highway. Where a suitable road is provided and adequately surfoced, the need for
edditional wheel cleaning focilities may be avoided. Sweeping the public highwey after material has
been deposited will not comply with the condition of the waste disposal licence.

Note (12} Fencing

All sites need to be secured against unauthorised access, and especially when licensed for other than
totally inert wastes need adequate perimeter fencing.

Note (13) Site Security

All sites will require lockable gates which can be secured whenever the sile is ‘unmanned or outside
operaring hours. If need be, drivers should be provided with keys, and can lock the site after use.

Note (14) Hours of Operation

Hours of operation of the site are specified so as to avoid nuisance fo the public caused by work being
carried ow! in the evenings or at certain times at weekends, and by vehicles travelling to and from the
site.

Note (15) Commencement/Temporary Cessation of Use

The Waste Disposal Authority needs fo be informed about the usage of the site to ensure compliance
with the conditions of the licence.

Note (16) Storage

The storage of waste at sites is in accordance with the guidelines in Waste Management Paper 4.
Putrescible material is material which is readily able to be decomposed by bacterial action. Offensive
odours usually occur as by-products of the decomposition.

Note (17} Recording of Incoming Waste

Effective record keeping ensures that deliveries to the site are within the terms of the licence. The
Waste Disposal Authority require submission of details for statistical purposes and forward planning.

¢js/docs/AleoCafO 11
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Note (18) Handling of Waste

The machinery which Is in accordance with DOE guidance on best practice, as specified in Waste
Management Papers. :

Note (18) Water Collecting on Site

The deposits of wastes in water inevitably leads to pollution of that water sooner or later. The
presence of undetectable amounts of non-inert matter included in inert waste loads means that no
waste should be deposited into water at all.

Note (20) Sorting of Waste

The sorting of waste shall only take place in one working area as this is the best operating practice
and iz in accordance with the Waste Management Papers.

Note (21) Handling of Asbestos Special Waste

The guidelines given in Waste Management Paper Number 18, and Institute of Wastes Managernent
give information on the handling of asbestos as a special waste. Fibrous and hard bonded asbestos is
considered a special waste under the terms of this licence.

Note (22) Special Waste

All special waste must be handled in such a way as not to endanger public health, pollute
watercourses or cause serious detriment to the amenity.

Note (23) Hendling of Drummed Waste
The drum code of practice aftached is designed such that quantifies of drummed or similarly

containerised wastes are not without operators being aware of the contents. It is important to note part
{a), which relates to smaller containers if their total volume exceeds 200 litres.

Note (24} Litter Control

Litter should be controlled so as to prevent it leauing the site, by the use of efficient working methods,
and the provision, if necessary of litter screens. The collection of litter from outside the site boundary
will not be interpreted os compliance with licence conditions.

Note (25) Fires

No fires whatsoever are allowed on site. If waste is handled whilst there is a fire at the site, then it
shall be considered that the fire is not being treated as an emergency.

Note (26) Dust Suppression

The need for dust suppression in dry weather must be judged as to whether or not dust ai the site
boundary will cause a nuisance. However, spraying to control dust in any case may be desirable to
protect employees at the site, and visiting drivers.

¢js/docs/A)pCofO 12
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Note (27) Vermin/Pest Control

All sites will require inspection for signs of vermin and pests, and a company or Authority qualified to
deal with such maitters called in if required.

Note (28} Site Tidying

All sites should be tidied at the intervals indicated to collect ﬁny waste which has been blown away
from the working area, or may have fallen off vehicles.

Note (29) Expiry of Licence

Any time [imit applying on the Planning Permission will also limit the life of the licence In
accordance with section (5) of The Control of Pollution Act 1974. However, in the case of a new or
renewed permission being granted, the licence will remain in force.

¢jsidocs/AlcoCofO 13
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APPENDIX

1 Code of Practice for the Disposal of Drummed Waste to Landfill - North West Waste Disposal

Authorities - Regional Grouping
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NORTY WEST WASTE DISPUYSAL AUTHORITIES - RECIUNAL CRUUP LHC

CODE QF PRACTICE FOR .TUFE DISPUSAL OF DRUHMMED WASTES TO LANDEILL

1)

Introduction

l‘z

1-3

This Code of Practice ls Intended for. the pguidance of producers,

carriers and disposecs of drumeed wvaste materlials. The varlety of

materials which are disposed of in drums, and the rtange of

physical form of the wvastes, renders f{t fimpractical to try to

cover every eventuallity and permutazlon. In specifle {nstaunces

vhere doubt exlsts, the advice of the Waste Disposal Authority

shiould be gought.

where a landfil] site only accepts an occasional

L

In particular,

drum of waste, which [n the opluifon of the WDA !s ecssentlally
innbcgous, the WDA pay, at {ts descretion, determine that the full
requirements of the (ode ate [unappropriate, and in such {atances

may agree that the procedures need not be followed {a toto.

The Code s primarily intended to apply to wvaste contalned {n 20U
litres (40-45 gallons) drums, of efther side or end bung, or

removable end varfety. Additionally tn appropriate {nstances the

WOA may apply the Code to substantial arisings of larger or
snaller contalners of elther mezal or plastic conscruction,

The alo of the Code of Practice is to minimise the two majur

potential probleas assoclated vith the acceptance of drusmed waste

In quantfity. These problems ars:-



l.4

1.5

The nged to ensure that the contents of each drus are |

a)
accord with the description and rthat the materlal can he

safetly and satisfactorily deposited In the landfitl) 1n

accordance with the conditions of the slte liceuce or

resolution.

b) Where a landfill site accepts a3 significant proportion of

-drummed wastes, to ensure that the depuslt of druwaned

materials does not adverseley affect the long-term settlement

’

of the site.

The flirst of these necds the prevision of an lnspection procedure

for the drums on receptlon, whilst the second requires the

v

operational methods of deposit to be related to the phyvsical aud

chemical nature of the wasizs. -

The drum reception procedures outlined in paras 2.1 to 2.5 are tu

be appli:d at all landf!ll sites except where the clrcumstances

covered {n para 1.8 apply.

The use of drums for the containment and landftiltng of iiquid

vastes is not considered to be good practice, and waste producers

should wherever possible be encouraged to adopt alternacive

methods. One such alternative s the bulking of simllar or

compatible liquids by transfer of contents of the drums [(nto a

tank vehicle {or transport to the disposal site; thls alternati-e

should be considered for accunrulation of drurs [n excess of f2n,
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1.6 The -"practice of landfillling uncrushied empty drums f{s als¢

undesirable, Whilst ft ts recognlsed that the nature of the
foroer conteants of the drwes way in some Instaunces reunder dlspasal
necessary, waste producers should be eucourageﬁ to consider
whether a light process ;odlflcaglon would enable the drums tn be

reused, recycled or cecovered as scrap metal.

1.7 This Code relates essentlally to the disposal of wastes la sound

1.8

drums. Where, dve to ngglect by the producer, oc¢ for other
reason, the drums a;e seriougly corroded or otherwise unsound,
other conslderations are Involved. The condition of the druns
wvill f{ncrease the potentlal bhazard of inspectine the contents, and
may also render the handling and disposal on site more dilficulr
and hazardous. Additieonally, the prescnce of legking druns may
necessitate transgport in sk}p vehlcles, rendering on-slte

inspgctiﬁn mote difficult. there such a s{twation oczcurs,
approval of the WUA must be given for any departure from the

aormal regulrements ¢f the Lode.

The Code rtecognises that there may be si{tuatfons {n vhich [t Is
appropriate to perait changes to these procedures to allow
off-slte inspectlon to be undertaken; scme erxasples are glven

below:~

a) Where the s{te operator also ocperates a suitably licensed

vaste transfer station or similar foclllty and only receives
drunzed wvastes onto the landf{ll whiclt have been checked vlia

that facilley.
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b) Whera the operator ls uvindertoking s drue clearanre operatinng

4

at a producer's site and is able to undectake the drum

inspection at the slte or oripntn.
¢) Where a waste producer s operating an ln-house slte and can

sgain undectake the druwn checking away frum the deposlt slce.

The common factor in tlicse examples 1s the direct contcol which

caa be exerted by the dlsposal slte operater over the drum

inspection procedures.

2. Drun Receptlon Procedures

2.1 The contents of each drwe shall be tz2sted, befote releas=s foar

on-site disposal, fec match the ¢tntents with the description gtven

and, ensutre that the contents are capable of safe disposal within

the terms of the llcence, and to conllrm the technique of

disposal.

2.2 The {aspection procedures of para 2.1 will normally be undectaken

at the dlsposal site. Where this {s the case the operator shall

ensure that technically «corpeteat personnel undertake the

inspection and chat_they are provided vith adequate safety oand

testling equlpment to enmable them to carry out the (nspectlon [n 2

safe and satisfactory wanner.

2.} In all {instances where the

fnspectinn procedures are lftkelv to

lead to delay, and necessitate the temporary storage of elther

drums avalting lInspection or druas viiich have heen re jected as
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2.4
-
; o
2.5
2.6

unsultsble for dlpsosal, a drue reception and storage area shall

be provided. The reception arca should be sited so asg not to

inpede other site operations.

Details of the design and construction of the receptlon and
storage area shall be provided as part of the workling plan for cthe
site, anf rmay add{tlonally be conditioned in the site lizence.
The storage area shall be constructed with an {mpermeable base,
and be bunded to contaln spillages and/or contaminated ralnvater
for spproved dlsposél. ;rDVlsion may also be required for
compartmenting to cater for temporary storage of incompatible
materials. Where overnight storage !s required, the WDA may
require addltional secucity fencing of the reception arca to

supplesent the cxlstiag peripheral site fanclng.

To enable the reception and Inspection procedures of para 2.1 to
2.3 to be otganised {n an elfizlent manuner, the coperater shall
ma{ntain a booking-in sys:ewm [z drusmed vastes, fn which a wvaste
producer or carrler glves advance uotiflcatlon to the slte
operétor. of thefr Intention to bring o load to the site, and also

provide a description of the {utended wvaste.

As noted In para l.4, vhere may be certaln clrcumstances in vhich
the site operator wishes to arrange for the drum lnspection to be
carried out at some point.rezote from the deposit site. Ihis
shtall only be <lth the approval of the WA, vho will ensure (N3t
the standard of inspectlon of the ccntents of the drum s at least
as good as that «hich could be athlieved by the procedurcs given In
.1 to Z.1. Eachr drws {rom the remote Inspection bolnt

paras

shall be properly ocarked, snd accompanied by documnntary evidence



3) Ceneral Procedure,
- 1

s
!
3.1
|
3.2
‘ 3.3
S
3.4

vehicles carcylng druamed waste chould only be accrpted tpro the

reception arca {f they are of a rultable deslgn to facllitate safve
off-loading eg flat trallers. In general druss should not be

speciflc [ntances where this wmethod of

1

accepted in skips;

transport {s deemed appropriote may be agreed by the WUA,

Druns which have been Inspected and approved for diposal on slte

should then be depogitcd a8 svown as practicable. Where anv

consipgreent or -part consigwient of drums !s rejected, the WUA

fiwzediately, and arrangements agreed far the

shall be luformed

renoval of the offending ftews to a sultale disposal lecation, or

for thelr return to the wvaste producer.

In the case of drums fllled to capaclty vith solld wmaterlial

capable of supporting the drum under the norzal compactlon

of landfill a2rerszticn, and of resls:ing deformatien

processes

ln the eveut of corzosion of the drws, these wmavy be deposlted

together with other solid amaterflals subject to site licence

cond{tions and good tipping practlices. khere numbers of such

drums are being handled, they should be distributed evenly and not

deposited in locallsed concentrations,

Druus filled with liquids and purpable sludpe shall be enptied and

the contents and snpty drza dispesed of In accordance with slta

l{cence requirezents aud with due regard to safe werklne

practices.
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Druss which contaln non-pumpable sludges and slmilar deformable
materials sﬁail be transferred tu the dlsposal pqint in ncccréance
with the slte llcence, and Iﬁd[viduafly crushed by approprlate
means , taklnpg due precautluns (o aveld splashing of waste and

ensure that they and the contents are {mmedi{ately covered and

absocbed by dry wastes.
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concrete 21 N/mm2Z z0mm aggregate 1:2:4 mix

min, 30mm thickness  concrele between containers
waste contarners { tins, bottles ,etc. ) 1 litre mﬁx.
45 gallon drum { heavy duty plastic or steel)

min 40 mm concrete between conlainers and
side cof drum.

plan
. 100 concrete cover io top tayer of containers
—45 galion drum
,LEY“?' 4
L tayer 3
E
2 Sequence of filling:-
__':J_
1 Place approx 100mm. thickness concretle
layer 2 in the bottom of the drum
. — 2 Fositicn waste containers mun 30mm.
) apart & push down max.50mm into
__ ,layer concrete
- 3 Place concrete carefully between ond

over the {si. [ayer of contamers to an
approx. depth of fpomm.

section

and so on for each layer

DETAIL OF CONCRETE ENCAPSULATION OF SMALL CONTAINERS
OF SOLID + LIQUID HAZARDOUS WASTE |

Alco Waste Management Ltd. - DRAWING NG: A (0]
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